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ETU-Link Technology Co., Ltd. is a
high-tech company based in Shenzhen,
committed to R&D and production of
optical transceivers and communication

field.

As technology-oriented company,
ETU-Link considers “Advanced Technology
and “Quality Products” as our innovative
competitiveness, we are proud of our
experienced R&D team and brilliant
marketing team, who are providing
solid technology guarantee system

and reliable & efficient service.
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ETU-Link is committed to providing our valued
customers comprehensive optical network products,
systematic service and professional technical
support.

Nowadays ETU-Link has 155M to 100G optical
transceivers, high speed interconnect products
10G/40G QSFP+ AOC/DAC Cable. Our products
are widely applied to Ethernet, FTTH, SDH,
SONET, Data Center and other communication fields.
We have established stable and long term cooperation
with numerous customers which cover Asia, Europe,

South America, North America and other regions.
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The Naming Rule

ETU-LINK Product Model Naming Rule
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THE INSTALLATION
GUIDE

o

e \
SC/UPC-SC/UPC SM SX

0s$2 Patch Cord

LC/PC-LC/PC MM DX
OM1/OM2 Patch Cord

-
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LC/UPC-LE/UPC SM DX

052 Patch Cord
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LC/PC-LC/PC MM DX
OM3 Patch Cord
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LC/UPC-LC/UPC SM DX

OS2 Patch Cord
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QSFP SR4 MPO/PC-MPO/PC MM SX QSFPSR4
OM3 Patch Cord

4]
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QSFP28 LR4 QSFP28 LR4
LC/UPC-LC/UPC 5M DX

052 Patch Cord

Notes: Ifthe module is not matching with the patch cord properly, the module will not work.
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QUALITY CONTROL

The production process of laser The production process of SFP

01 @& Metal Device Cleaning Cutting Feet

Welding
02 ® Assembling 0
Assembling

03 Laser Spot Welding

Debugging

04 Cleaning End Face

Emission Coupling
Aging

Distance Testing
ac

Switch Testing

06

L ]
L ]

05 @ End Face Cleaning
@ Initial Launch Testing
L ]

07 Power Control
Write Code and Labeling

08 Reception Coupling

Product Final Testing

09 Viscose Baking

Buckle Lock

Cleaning

L e e e e T T T o o o S ]

Packaging

L]
L ]

10 ® Warm Evidence-based
@ Spectral Testing
-

Packaging
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Product Comparison

Single Fiber VS Dual Fiber Media Converter

Mounting and Dismounting of Optical Modules

1) Mounting 2)Dismounting

F :“j = 1
§ ‘%?( = ﬁ I 1.Remove the optical fiber 2.Gently press the
=7 M from the SFP connector. SFP and resetting.
’;% o -—,"ﬁ('
VN -
1,Push the SFP 2Press the 3. Pull the SFP outward to 4. Keep the angle of the
parallel to the slot. SEP until lock, check connecting or not? 3.Lightly bend the SFP pull ring pull ring and pull out the
090" to release the locking. SFP from the slot.

Trouble Shooting

#Checking the Tx port by optical power meter if
it ‘ N DR #There is no optical power output and the DDM

Indicator light has Tx power.
vl ,]_‘mq Compatibility information invalid, check with the vendor if write the
ighting 3 Input device command to check if the DDM can right code for device
be read -

% Check the fiber connected correctly or not? )
Tx power normally % Correct the right connection way.
: Optical path .
waorking, # Check whether the optical fiber section/ SFP :
break down X 3% Clean the patch cord with dust-free paper or use
no communication port is polluted or not? Polluted fiber section/ SFP
the cleaner to clean the SFP port.

Check the optical module it mach the switch
Link down Matching faulty|  port, such as data rata, distance, and singe fiber # Replace the suitable optical module
SFP/ dual fiber SFP

Dual Fiber Media Converter + SC/UPC-SC/UPC SM DX Patch Cord + Dual Fiber Media Converter

m www atulinktechnology.com wwnw atulinktechnology.com ‘g



®

% ETU-LINK TECHNOLOGY CO,, LTD.

=
T ET LI

Single Fiber VS Dual Fiber SFP

SFP Bidi 10KM SC DDM
TX1310/RX1550nm

SFPBidi 10KM SC DDM

* sMsxpatchCord * TX1550/RX1310nm

SFP Bidi 20KM LC DDM
TX1310/RX1550nm

SFP Bidi 20KM LC DDM
TX1550/RX1310nm

SM sX Patch Cord

W' - www.atulinktechnology.com
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Single Mode
VS Multimode
SFP

Tips:

The fiber corresponds
to SFPs. Single mode
SFP corresponds to
single mode patch cord.
Multi mode SFP
corresponds to multi
mode patch cord.

OM2 PATCH CORD

OM3 Patch Cord

1.25G SFP

s

OS2 PATCH CORD

Ring color: Black Ring color: Blue
10G SFP+

N

052 PATCH CORD SMLR

Ring color: Black Ring color: Blue

406G QSFP+
Modules VS
DAC/AOC Cahle

1 It's more convenient
to install the DAC/AQC
than QSFP+ module
with patch cord.

(2) Compared with
QSFP+ modules,
DAC/AOC is more
competitive in price

Q

40G QSFP+ AOC 1M

40G SR4 + MPO-MPO PATCH CORD + 40G SR4
40G QSFP+ DAC 1M




CONTENTS

100G Optical Transceiver 40G QSFP+

100G Q 8 40 al Fiber
100G CFP2 40G QSFP+ Single Fiber

Active Optical Cable Direct Attach Cable

40G QSFP+ ADC Cable
5FP28 ADC Cable
10G SFP-+ AQC Cable

10G SFP+ XENPAK-10GBASE
10G SFP+ Single Fiber /XZ-1UGBASE

 to SFP+ Converter
to SFP+ Converter

EPON OLT GPON OLT

GPON OLT B+
NOLT C+
GPON OLT C+ +Enhanced

EPON OLT
EPON OLT Px: Fe
EPON OLT + -+ +Enhanced

Optical Components

Patch Cord
Pigtail
Adapter

256G SFP28 LR

25G SFP28

R

10G XFP

P Single Fiber
G SFP Dual Fiber

Media Converter

10/100M Dual Fiber

Single Fiber
1000M Dual Fiber
1000M Single Fibe
10/100/1000M Dual Fiber
10/100/1000M Single Fiber
SFP Media Converter
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100G ASFP28 Transceiver
Features

«p Digital diagnostics monitoring interface

*p No external reference clock

«p Single 3.3 V power supply

«p Case operating temperature range:0°C to 70°C
«p RoHS 6 compliant(lead free)

Product Information

Model No. Eg{g Package Wavelength(nm) Distance | Output Power | Temp.(c) | Sensitivity Interface = Source
EC28510X-3MCDO1 WDEi CFP2 SR10 850nm 100M -84~24 0~70 | <-10.3 | MPO | VCSEL+PIN|
EC2xx10X-3LCD10 | 1006| CFP2 LR4 L WDM 10KM -4.3~45 0~70 <-86 LC | DFB+PIN

EQ28510X-3MCDO1| 1006 | QSFP28 SR4 850nm 100Mm -84~34 0~70 <-10.3 MPO |VGSE£+PEN‘

EQ2xx10X-3LCD10 | 100G | QSFP28LR4 | 1295.56-1309.14nm 10KM -43~45 0~70 ’ <-8.6 I LC I DFB+PIN

Applications 1: e

Cisco Nexus 3232C Cisco Nexus 3232C

QSFP28 100G LR4 Fiber Cabling (SFP28 100G LR4

ETUPN scription

Item No.

[]1 EQ2xx10X-3LCD10 100G QSFP28 10KM 1295.56-1309.14nm
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406 QSFP+ Transceiver

Features

«p Hot-pluggable QSFP form factor

«p Supports 41.2Gb/s aggregate bit rates

«p Power dissipation < 3.5W

«p Commercial case temperature range 0°C to 70°C
«p Single 3.3V power supply

8 b XLPPI electrical interface

: «p Built-in digital diagnostic monitoring functions, including

@« Tx/Rx power

-

+

=

2 -

& Product Information

-]

g Model No. Eg;: Package  Abbreviation = Wavelengihinm) Distance  Outpul Power Temp.(r) Sensitvity Interface  Source
EQ854X-3MCDOT | 40G QSFP+ SR4 | 850 | 100M -1.6~05 0~70 <95 | MPO | VCSEL+PIN |
EQB54X-3MCDO3 | 40G QSFP+ ESR4 | 850 300M -7.6~1 0~70 <-99 | MPO | VCSEL+PIN
EQ314X-3MCD2 40G QSFP+ IR4 | 1310 . 2KM -1.6~1 0-70 <-9.9 MPO DFB+PIN .
EQ314X-3LCD2 40G QSFP+ Lx4 | 4*10 CWDM | 2KM -7~23 0-~-70 <-115 LC DFB+PIN
EQxx4X-3LCD10 | 40G QSFP+ LR4 | 4*10 CWDM 10KM -7~2.3 0~70 <-11.5 LC DFB+PIN
EQ314X-3MCD10 | 40G QSFP+ LR4 i 1310 10KM -5.5~15 0~70 | <-125 | MPO DFB+PIN
EQux4X-3LCD30 | 40G QSFP+ Lite ER4 | Cwom | 30kM -7~23 0-~70 <-11.5 LC DFB+PIN
EQo4X-3LCD40 | 40G QSFP+ ER4 | cwom 40KM -27~45 0~70 <-16.8 LC DFB+PIN
EQB854X-3LCD0O1 | 40G | QSFP+ Bidi SR4-BD | 850 | 150M -4~5 0~70 <11 LC VCSEL+PIN

Applications 2: 5

l Juniper QFX5100 488 Switch

QSFP+ 406 SRY o MPO Cable o QSFP-+ 40G SR4
Item No. ETUPN Description

01 EQ854X-3MCDO1 40G QSFP+ 100M SR4 850nm MPO

02) Patch Cord 2M MPO Female to Female 12 Fibers OM3 Type B

W wwwatulinktechnology com
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256G SFP28 Transceiver

Features

«p Supports 25Gbps data rate

«p Internal CDR on both transmitter and receiver channel

«p Hot-pluggable SFP28 form factor

«p Duplex LC receptacle

«p Single 3.3V power supply

«p Digital diagnostics functions are available via the 12C interface
«p ROHS 6 compliant

b Case operating temperature range:0°C to 70°C

Product Information

Model No. DataRate = Package Wavelengthinm) Distance OutputPower | Temp.(r) Sensitivity Interface Source
ES2852X-3LCDOT | 256G SFP28 850 100M | -84~24 | 0~70 <-10 LC VCSEL+PIN
ES2312X-3LCD10 256 SFP28 1310 10KM 2~3 0~70 | <-6.8 LC DFB+PIN

&

1]

Applications 3: 3
5 ==}

= - =

2

Cisco Nexus 3232C Switch Huawei CEB8 Series Switch g.

&

2

MPO to 4*LC
L QSFP28 1006 SR4 ©3) SFP28 256 SR
Item No. ETUPN Description
©) EQ28510X-3MCDO1 100G QSFP28 SR4 850nm 100M MPO
02 V Patch Cord 1M MPQ Female to 4 LC UPC Duplex 8 Fibers OM3 Type B
03 7 ES2852X-3LCDO1 ‘ 256 SFP28 850nm 100M DDM

wnwetulnscnoiogycom WL
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Active Opti

100G @SFP2

cal Cab

e

8 AOC

Product Information

Features

op Four-channel full-duplex active optical cable

op Reliable VCSEL array technology using multi-mode fiber

op Available in standard lengths of 3, 5, 10, 15, 20, 30, 50.70m
«p Low power consumption <3.5W

«p Commercial case temperature range: 0°C to 70°C

«» 3.3V power supply voltage

«p ROHS 6 compliant

*p Hot pluggable GSFP form factor

PN Data Rate Cable Type Fiber Diameter Fiber Length
EQ2A10X-33CD1 100Gbps om3 3.0mm 1M
EQ2A10X-33CD3 100Gbps om3 3.0mm am
EQ2A10X-33CD5 100Gbps om3 3.0mm 5M
E02A104-33C07 1008bps om3 3.0mm ' ™
EQ2A10X-33CD10 100Gbps om3 3.0mm 10M
E02A10X-33CD15 100Gbps M3 3.0mm ' 15M
EQ2A10X-33CD20 100Gbps oM3 3.0mm | 20M
E02A10X-33CD25 100Gbps om3 3.0mm l 25M
E02A10X-33C030 100Gbps om3 3.0mm 30M

Note: The cable length can- be customized up to 200 meler-s as per your requirement. .
Applications 4: £

Huawei CE6870-24S6C0-El Switch

&

ften No.

07

m wwwatulinktechnology com

ETUPN

EQ2A10X-33CD5

Huawei CE6870-2456CQ-El Switch

(01) 1006 QSFP28 AOC

Descnption

100G QSFP28 to QSFP28 AQC Cable 5M

406G GSFP+ AOC

Product Information

PN
EQA4X-33CD1
EQA4X-33CD3
EQA4X-33CD5
EQA4X-33CD7

EQA4X-33CD10

Applications 5:

ETU-LINK TECHNOLOGY CO., LTD,

Features

«p Four-channel full-duplex active optical cable

«p Transmission data rate up to 11.3Gbit/s per channel

«p Reliable VCSEL array technology using multi mode fiber

«p Available in standard lengths of 3, 5, 10, 15, 20, 30, 50, 100m
p Low power consumption <1.5W

«p Commercial case temperature range: 0°C to 70°C

«p 3.3V power supply voltage

«p ROHS 6 compliant

«p Hot pluggable QSFP form factor

Data Rate Cable Type Fiber Diameter Fiber Length
40Gbps oM3 3.0mm M
40Gbps om3 3.0mm M
40Gbps oM3 3.0mm 7 5M
40Gbps om3 3.0mm ‘ ™
40Gbps oM3 3.0mm 10M

Note: The cable length can be customized up to 200 meters as per your requirement.

Cisco Servers +

Item No.

o1

ETU PN

EQA4X-33CD1

Cisco Nexus 9396PX Switch

“‘

Cisco Nexus 9396PX Switch

I

(L | Gisco Serers
T +

Desgription

40G QSFP+ to QSFP+ AOC Cable 1M

& ETO-EIWE

T 20 |

J0Y +d4S0 90v



® "

% ETU-LINK TECHNOLOGY CO,, LTD. ETU-LINK TECHNOLOGY CO., LTD.

= =
& LT LI & ETO-EIWE

406G QSFP+ T0 4*10G SFP+ AOC 236 SFP28 AOC

Features

«p Electrical interface compliant to QSFP+ connector (SFF-8436) and SFP+ connectors (SFF-8431)
«p Hot pluggable

op 850nm VCSEL transmitter, PIN photo-detector receiver

«p Up to 30m on OM2 MMF

«p Up to 100m on OM3 MMF

Features

op Electrical interface compliant to SFF-8431

«p 850nm VCSEL laser and PIN photo-detector

op Maximum link length of 70m on OM3 MMF and 100m on OM4 MMF
«p Digital diagnostics functions are available via the 12C interface

«p ROHS compliant

Y- «p Commercial case temperature range: 0°C to 70°C «p Hot pluggable
gs > All-metal housing f or EMI perf
[} = 0 for superior performance
Sno op ROHS compliant (lead free)
=g
++
==
s - -
Product Information Product Information
PN Data Rate Cable Type Fiber Diameter Fiber Length PN Data Rate Cable Type Fiber Diameter Fiber Length
EQA4X-34S3CD1 40Gbps om3 3.0mm M ES2A2X-32CD1 25Gbps om2 3.0mm M
EQA4X-3453C03 40Gbps oM3 3.0mm 3m ES2A2X-32CD3 25Gbps oMz 3.0mm kil -5
+ + + + + [
EQA4X-3453CD5 406bps oM3 3.0mm 5M ES2A2X-320D5 25Gbps omz 3.0mm 5M i
] ] | =
EQA4X-3453CD7 40Gbps oM3 3.0mm m ES2A2X-32CD7 25Gbps oM2 3.0mm ™ §
EQA4X-3453CD10 40Gbps 0M3 3.0mm 10M ES2A2X-32CD10 25Gbps omM2 3.0mm 10M E
Note: The cable length can be customized up to 200 meters as per your requirement. Note: The cable length can be customized up to 200 meters as per your requirement.
Applications 6: 5 Applications 7: .
Juniper QFX5100-985 Switch Juniger QFX5100-965 Switch HUAWEI CE85-D245200 HUAWEI CE88-D2452C0

(====p=zz g

) ©
F,'c’
ftem No. ETUPN Deseription ftem No. ETU PN Description

01 EQA4X-3453CD1 40G QSFP+ to 4X10G SFP+ AQC Cable 1M o1 ES2A2X-32C03 25G SFP28 to SFP28 AOC Cable 3M

www.atulinktechnology.com www.glulinkiechnology.com
21 4 1
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106G SFP+ AOC

Product Information

PN
ESAX-32CD1
ESAX-32CD2
ESAX-32CD3
ESAX-32CD5
ESAX-32CD7

ESAX-32CD10

Applications 8:

Data Rate
10Gbps
10Gbps
10Gbps
10Gbps
10Gbps
10Gbps

Cable Type
om2
om2
om2
om2
om2
om2

Features

«p Electrical interface compliant to SFF-8431
«p Hot pluggable

«p 850nm VCSEL transmitter, PIN photo-detector receiver
«p Up to 300m on OM3 MMF
«p Commercial case temperature range: 0°C to 70°C
«p All-metal housing for superior EMI performance
«p ROHS compliant (lead free)

Fiber Diameter
3.0mm
3.0mm
3.0mm
3.0mm
3.0mm

3.0mm

Note: The cable length can be customized up to 200 meters as per your requirement.

HUAWEI $6720-LI Switch

&

item No.

07

m wwwatulinktechnology com

ETUPN

ESAX-32CD1

@

10G SFP+ AOC

Fiber Length
M
M
am
5M
™
10M

HUAWEI $6720-LI Switch

Descnption

10G SFP+ to SFP+ AQC Cable 1M

100G GSFP28 DAC

Product Information

PN Data Rate
EQ2DP10X-330CN1 100Gbps
EQ2DP10X-330CN2 100Gbps
EQ2DP10X-330CN3 100Gbps
E02DP10X-326CNS 100Gbps

Applications 9:
Cisco Nexus 3232C Switch

%

Item No. ETU PN

ov EQ2DP10X-330CN1

@
100G QSFP28 DAC

®
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Features

«p Compliant with SFF-8636

«p Support IEEEB02.3Bj(Ethernet)

op 12C based two-wire serial interface for easy control and monitoring
o Hot pluggable

*p Low crosstalk

«p Low power consumption

Fiber Diameter Fiber Length
30AWG M
30AWG M
30AWG 7 M
26AWG 7 5M

Cisco Nexus 3232C Switch

Description

100G QSFP28 to QSFP28 DAC Cable 1M

woww etulinktechnology.com
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406G GSFP+ DAC 406G GSFP+ T0 4*106 SFP+ DAC

Features

«p Compliant QSFP MSA specifications

«p Fully compatible with IEEEB02.3ba and infiniband QDR specifications
*p 40Gb/s total bandwidth

«p Single 3.3V power supply, low power consumption <1.5W

o All-metal housing for superior EMI performance

Features

«p Connector A: (1) QSFP 40Gbps rated connector (SFF-8436 compliant)

«p Connector B: (4) SFP+ 10Gbps rated connectors (SFF-8431 compliant)

«p Economically links up a QSFP port with an upstream 10GbE-SFP+ switch
p «p Fully compliant to the latest SFP+ & QSFP MSA (Multi-source-agreement)

«p Supports all current 10-Gigabit Ethernet and 40-Gigabit Ethernet standards

o 30 AWG to 24 AWG cable sizes available H g
[l jant fi i | i
«p ROHS compliant *» Fully ROHS or 1tal p ) 2 :
T3
gl
- - e
Product Information Product Information 2
PN Data Rate Fiber Diameter Fiber Length PN Data Rate Fiber Diameter Fiber Length
EQDP4X-330CN1 40Gbps J0AWG ALY EQDP4X-345CN1 40Gbps 30AWG i
EQDP4X-330CN2 40Gbps 30AWG M EQDP4X-34SCN2 40Gbps 30AWG 2M
EQDP4X-330CN3 40Gbps 30AWG M EQDP4X-345CN3 40Gbps 30AWG am
EQDP4X-326CN5 40Gbps 26AWG 5M EQDP4X-34SCN5 40Gbps 26AWG 5M
EQDP4X-324CN7 40Gbps 24AWG ™ EQDP4X-34SCN7 40Gbps 24AWG ™
Applications 10: Applications 11:
S s
[ — ) Gisco Servers JUNIPER EX 0FX5100 JUNIPER Ex3300
Cisco Servers Cisco Nexus 9372PX Switch 1 E = : ¢ -

Cisco Nexus 9372PX Switch < p
—C 7
e - @

& & 40G OSFP+ DAG

ftem No. ETUPN Descrption Item No. ETU PN Description

01 EQDP4X-330CN1 40G QSFP+ to QSFP+ DAC Passive Cable 1M on EQDP4X-34SCN1 406G QSFP+ to 4*SFP+ DAC Passive Cable 1M
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236 SFP28 DAC 106G SFP+ DAC

Features

«p Supports multi-gigabit data rates up to 10.5Gbps
«p Serial ID module on MOD(0-2)

«p AC coupling of PECL signals

«p EMIEMC performance

«p Low power consumption < 0.5W

«» Power supply :+3.3V

«p Compliant to SFP+ MSA

«p Commercial case temperature range: 0°C to 70°C
«p ROHS compliance

Features

«p Up to 25Gb/s data rate SFF-8402 compliant

«p Single 3.3V supply voltage

*p BER better than 10-15

«p Hot pluggable

«p Compliant with SFF-8432

«p Compliant with IEEE 802 3by

«p Compliant with ROHS

«p Commercial case temperature range: 0°C to 70°C

Product Information Product Information

PN Data Rate Fiber Diameter Fiber Length PN | Data Rate Fiber Diameter Fiber Length
ES2DP2X-330CN1 256bps 30AWG M ESDPX-330CNO 10Gbps 30AWE 0.5M
E £520P2X-3300N2 256bps 30AWG oM ESDPX-330CN1 | 10Gbps 30AWG M
ESDPX-330CN2 10Gbps 30AWG M
E ES20P2X-330CN3 256bps 30AWG 1] i :
n T ESDPX-330CN3 10Gbps 30AWG 3m
- ES20P2X-326CN5 25Gbps 26AWG 5M T T
= ESDPX-324CN5S 10Gbps 24AWG 5M
o | |
e ESDPX-324CN7 10Gbps 24AWE ™
Appllca“u“s 12 > ESDPX-324CN10 10Gbps 24AWG 10M
% I
ESDPX-324CN15 10Gbps 24AWG 15M
Huawei CEBS Series Switch Huawei GE88 Series Switch Note: The cable can be active or passive, it is suggested that choose active cable if 7m or more.

Applications 13:

H3C $3210-8P-OLT Switch H3C $3210-8P-OLT Switch

(L .. fL

01) 10G SFP+ DAC

256 SFP28 DAC

ftem No. ETUPN ‘ Desenption Item No. ETU PN Description

01 ES2DP2X-330CN1 25G SFP28 to SFP28 DAC Cable 1M o ESDPX-330CN1 10G SFP+ to SFP-+ DAC Passive Cable 1M

m wwwatulinktechnology.com wwwetulinktechnology.com m

Jya +dis 0L



® ®

’;('% ETU-LINK TECHNOLOGY CO,, LTD, ETU-LINK TECHNOLOGY CO., LTD. P

106G XFP Single Fiber Transceiver 106G XFP Dual Fiber Transceiver

Features

«p Hot pluggable

«p Support 9.95Gb/s to 11.1Gby/s bit rate

op Below 3.5W power consumption

«p XFP MSA package with duplex LC connector

«p Digital diagnostic monitor interface

op Very low EMI and excellent ESPD protection

«» Commercial case temperature range: 0°C to 70°C
*» No reference clock requirement

Features

«p Supports 9.956Gb/s to 11.3Gb/s bit rates

«p Type: 1270nmTx/1330nmRx 1330nmTx/1270nmRx
«p Single 3. 3V power supply and TTL logic interface
=p Single LC connector interface

«p Hot pluggable

«p Commercial case temperature range: 0°C to 70°C
«p XFP MSA rev 4.5 compliant

*p DDM function

Product Information
-
Pro"“ct Informatlnn Model No. a Rate Package Wavelength(nm) Sensitivity | Interface Source

EXB5X-3LCD03 106 XFP 850 | 300m 0~70 | <-10 LC  [VSCEL+PIN
Model No. Data Rate Package | Wavelength(nm) = Distance | OutputPower Temp.(C) Sensitivity Interface’ | Source + - 1
EX31X-3LCD10 106 XFP 1310 | 10kM | -3~2 | 0~70 | <-144 | LC | DFB+PIN
EX31X-3L0D20 106 XFP 1310 | 206M | -2~3 | 0~70 | <144 | LC | OFB4PIN
EXB23X-3LCD10 106 XFP 12701330 | 10KM | -6~-0.5 | 0~70 | <-144 | LC | DFB+PIN - : - {
EX31X-3LCD40 106 XFP 1310 | q0km | 0~3 0~70 | <-16.4 | LC | DFB+PIN
EX55X-3LCD40 106 XFP 1550 | aokm | -1~3 | 0~70 | <164 | LC | EmL+Pin |
EXB32X-3LCD10 106 XFP 1330/1270 | 10KM | -6~-0.5 | 0~70 | <-144 | LC | DFB+PIN {
EX55X-3LCD80 106 XFP 1550 | sokM | 0-~4 0~70 | <-24 LC |EML+APD
EXB23X-3LCD20 106 XFP 1270/1330 | 20KM | -6~-05 | 0~70 | <-144 | LC | DFB+PIN _— . .
Applications 14: £z
7= EXB32X-3LCD20 106 XFP 1330/1270 | 20KM | -6~-05 | 0~70 | <-144 | LC | DFB+PIN Cisco ME 3600X-24CX-M Switch Cisco ME 3600X-24CX-M Switch iR
] =
g = . g8
] g =
g2 EX823X-3LCD40 106 XEP 1270/1330 | 40KM | -1~3 | 0~70 | <-158 | LG | DFB+PIN £ o
S E
: '
- =
=
g EXB32X-3LCD40 106 XFP 13301270 | 40KM | -1-3 0~70 | <-158 | LG | DFB+PIN -
@
N Patch Cord o
EXB23X-3LCDBO 106 XFP 1270/1330 | 6OKM 2-6 0-70 | <-20 Lc | orB+PIN P SR
| L b8 t::::ﬂ " @
! XFP 106 LR
EXB32X-3LCD60 106 XFP 1330/1270 | 6OKM 2-6 0~70 | <-20 LC | DFB+PIN %
EXB45X-3LCD80 106 XFP 1490/1650 | 8OKM 0~4 0~70 | <-30 LC | DFB+PIN ttem No. ETUPN Description
o EX31X-3LCD10 10G XFP 13100m 10KM DDM
EXB54X-3LCD80 106 XFP 1550/1490 | 8O0KM | -1-3 0-70 | <-30 LC | DFB4PIN = T T
02 Patch Cord LC/UPC-LC/UPG SM DX 052

EEF  swwetiinitsctinoiogycom wnwetulnkscnoiogycom WL
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106G XFP CWDM/DWDM Transceiver 106G SFP+ Single Fiber Transceiver

Features Features

«p Hot pluggable «p Single LC connector

o) Supports 9.95Gb/s to 11.1Gb/s bit rate 3 «p Supports hot-pluggable

op Below 3.5W power dissipation «p Excellent ESPD protection

p XFP MSA package with duplex LC connector op 1270nm transmitter and 1330nm receiver

«p Digital diagnostic monitor interface «p Distance up to 20Km on 9/125um SMF

op Very low EMI and excelient ESPD protection «p ROHS compliant and lead-free

«p Commercial case temperature range: 0°C to 70°C «p Commercial case temperature range: 0°C to 70°C

b No reference clock requirement «p Single 3.3V power supply and low power dissipation <1.0W
«p Support 9.95328Gbps and 10.3125Ghps data rate

«p Compliant with IEEE 802.3ae 10GBASE-LR and 10GBASE-LW

Product Information «» Compliant with SFF-B431 SFP+ MSA and SFF-8472

«p Digital diagnostic monitor function

Mode! No. DataRate = Package Wavelength{nm)  Distance | Output Power  Temp.(r) | Sensitivity  Interface Source
EXCxxX-3LCD10 106 XFP 1270~1450 | 10KM | -1-3 0~70 | <-15 | LC |CWOM+PIN
EXCxxX-3LCD40 106 XFP 1470~1610 | 40KM | -1~3 0~70 | <15 | LC |CcwWOM+PIN pl‘ﬂd“ﬁt Infnrmation
EXCxxX-3LCDB0 06 | X 1470~1610 | BOKM 0~5 0~70 | <-24 LC  [CWDM+APD
EXDxxX-3LCD40 106 XFP 1528.77~1563.86 | 40KM -1~4 0~70 | <-158 LC DWDM+PIN Data Rate Package Wavelength(nm)  Distance ' Output Power | Temp.(T) | Sensitivity | Interface Source
EXDxxX-3LCD80 106 | XFPP |1528.77~1563.86| BOKM 0~5 0~70 | <-24 LC  |DWDM+APD|
' i ' ' ' ' ESB23X-3LCD10 106 SFP4+ 1270/1330 10KM | -6~-05 | 0~70 | <-144 | LC | DFB+PIN
Applications 15: 5 - -
ESB32X-3LCD10 106 SFP+ 1330/1270 10KM | -6~-05 | 0~70 | <-144 | LC | DFB+PIN
Extreme Switch 8000 series Extreme Switch 8000 series | |
] ESB23X-3LCD20 106 SFP+ 1270/1330 | 20kM | -6~-05 | 0~70 | <-144 | LC | DFB+PIN = §
=
& o | 8 5
g2 ESB32X-3LCD20 106 SFP+ 1330/1270 20kM | -6~-0.5 | 0~70 | <-144 | LC | DFB+PIN g+
[7c]
=2 -
= ' =
= l 03 @ ESB23X-3LCD40 106 SFP+ 1270/1330 40KM | -1~3 0~70 | <-158 | LC | DFB+PIN -
= 4 02 - 02 [ ]
Sy
e 1o e ——— i ’ - ESB32X-3LCDA0 106 SFP+ 1330/1270 40KM | -1~3 0~70 | <-158 | LC | DFB+PIN
7)) 1 Fiber XFP 10G DWOM
o
- ESB23X-3LCD60 106 SFP+ 1270/1330 B0KM 0~5 0~70 | <-20 LC | DFB+PIN
ftem No. ETUPN Description ESB32X-3LC060 106 SFP+ 133011270 | 60KM 0~5 0~70 | <-20 LC | DFB+PIN
0 EXDxX-3LC040 106 XFP DWDM 40KM DDM |
ESB45X-3LC080 106 SFP+ 1490/1550 B0KM 0-4 0-70 | <-23 LC | DFB+PIN
02 Patch Cord LC/UPC-LC/UPC SM DX 082 ! {
@ — L — ESB54X-3LCDB0 106 SFP+ 1550/1490 | 8O0KM |  0~4 0~70 | <-23 LC | DFB+PIN
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106G SFP+ Dual Fiber Transceiver 10G SFP+ CWDM/DWDM Transceiver

Features

«p Hot pluggable

«p 10Gb/s serial optical interface

«p Compliant with SFP+ MSA

«p SFP MSA package with duplex LC connector
«p Digital diagnostic monitor interface

«p Very low EMI and excellent ESPD pratection
«p High transmission margin

«p +3.3V single power supply

«p Below 1.5W power consumption

«p SFP mechanical interface

«p Wide data-rate range

Features

«p 10Gb/s serial optical interface compliant to 802.3ae 10GBASE-ER/EW

«p Electrical interface compliant to SFF-8431 specifications for enhanced 8.5
and 10 Gigabit small form factor pluggable module “SFP+"

«p 2-wire interface for management specification compliant with SFF 8472
digital diagnostic monitoring interface for optical transceivers eye safety
designed to meet laser class1 compliant with IEC60825-1

«p Commercial case temperature range: 0°C to 70°C

«p Metal enclosure for low EMI

b Low power consumption advanced firmware allow customer
system encryption information to be stored in transceiver

*p Single +3.3V power supply

Product Information Product Information

Modei No. Data Rate Package | Wavelength(nm) | Distance | Output Power Temp.(c) Sensitivity Interface  Source Model No. Data Rat Package Wavelength(am)  Distance = Output Power | Temp.(C) | Sensitvity | Interface  Source

ESB5X-3L0D03 106 SFP+ 850 300M | 6~-1 | 0~70 | <10 | LG |VCSEL+PIN ESCO-3LODIO | 106 | SFP+ | 1270~1610 | 10KM | -6~-0.5 | 0~70 | <144 | LC | CWOM+PIN

ES31X-3LCD10 106 SFP+ 1310 10KM | -6~-05 | 0~70 | <-144 | LG | DFB+PIN ESCHX-3LCD20 106 SFP+ 1270~1610 | 20KM | 6~-0.5 | 0~70 | <-14.4 | LG | CWDM+PIN

ES31X-3LCD20 106 | SFP4 1310 20KM | -6~-0.5 | 0~70 | <-144 | LC | DEB4+PIN | ESCRO-3LCD40 | 106 | SRR+ 1470~1610 | 40KM | -1~3 | 0~70 | <-158 | LC | EML+PIN

ES31X-3LCD40 106 | S+ 1310 WOKM | 1~+4 | 0-70 | <164 | LC | DFB+PIN | ESCX0G-3LCDB0 | 106 | SFP+ 1470~1610 | BOKM | 0-5 0~70 | <24 | LG | EML+APD

ES55X-3LCD40 106 | s+ 1550 KM | 1~+4 | 0-70 | <164 | Lo EML+PIN | ESDXxX-3LCD40 106 | SFP+ |150877~1563.86| 40KM | -1—d4 | 0~70 | <-15.8 LC | EML+PIN

ES55X-3LCD80 06 | s+ 1550 BOKM | 0~5 | 0~70 | <24 | Lo :EML+APDl ESDGX-3LCDB0 | 106 SFP+ | 1528.77~1563.86 | 8OKM | 0~5 0~70 | <-24 LG | EML+APD =
2 a
g Applications 16: FS Applications 17: o 5
s

Brocade ICX 6610-48 Switch

Brocade ICX 6610-48 Switch
Comparison of 10G Dual Fiber and Single Fiber Transceivers

Jaqy [eng +dis J0L

02 Fiber

-
[—]
(]
]
-
+
[x}
H]
=
=
=]
03 Wavelength E
N
03 g =

(01) Connector

+ m————a

%
2 Fibers
n Item No. ETU PN Descrip!
1 Fiber ()] ESCxxX-3LCD20 10G SFP+ CWDM 20KM DDM
106G SFP+ Dual Fiber 10G SFP+ Single Fiber 10G SFP+ Single Fiber 10G SFP-+ Single Fiber @ [ patch Cord LC/UPC-LC/UPC SM DX 0S2
S 03 Mux/Demux 16 Channels 1470-1610nm Dual Fiber CWDM Mux/Demux
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86 SFP+ Dual Fiber Transceiver 106G SFP+ Copper

Features

«p Up to 8.5Gb/s Bi-directional data links

«p Hot pluggable SFP+ footprint

«p Built-in digital diagnostic in functions

op Duplex LC connector

b Single 3.3V power supply

op Commercial case temperature range: 0°C to 70°C
«p ROHS6 compliant (lead free)

Features

«p Supports 10Gbase-T / 5Gbase-T / 2.5Gbase-T / 1000base-T
«p Hot-pluggable SFP footprint

«p Compact RJ-45 connector assembly

«p ROHS compliant and |ead free

«p Single +3.3V power supply

«p 10 Gigabit Ethernet over Cat 6a cable

«p Ambient operating temperature: 0°C to +65°C

Product Information Product Information
Mode! No ata Rate Package Wavelength(nm)  Distance | Output Power = Temp.(t) Sensitivity Interface |  Source
s Model No Data Rate Distance Temp.(t) Interface
ESB585-3LCD03 8G SFP+ 850 300M | -6~-1 0~70 <-10 LC VCSEL+PIN
ES3185-3LCD2 8G SFP+ 1310 2KM | -9~-3 0~70 <-18 LC FP+PIN ‘
T ES-T5-R 10G 30M 0~65 RJ45
I ES3185-3LCD10 l 86 SFP+ 1310 I 10KM ] -6~-0.5 0~70 | <-14.4 LC DFB+PIN
Applications 18: 5 Applications 19: S
H3C $6520-42QF-El Switch H3C $6520-42QF-El Switch HPE FlexFabric 5710 Switch HPE FlexFabric 5710 Switch

-
=
(1]
w
@
-
+
2
- = =
T, i B
——{ i —— oy &
Patch Cord UTP Cable
02 ©2)
SFP+ 8G LR SFP+ BG LR | SFP+ 10G Copper-T SFP+ 10G Gopper-T
=] e S
-
2
s
H Item No. ETUPN Description ETU PN Description
-
& 01 ES3185-3LCD10 8G SFP-+ 13100m 10KM DDM () ES-T-R 106 SFP+ Copper-T RJ45 30m
©2) Patch Cord LC/UPC-LC/UPC SM DX 082 02 Cat6 Cable Cat6 UTP Cable

wnwetulnkscnoiogycom WL
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Features | 2.96 SFP Single Fiber Transceiver

«p Compatible with XENPAK MSA rev.3.0

o Supports of IEEEB02.3ae 10GBASE-SR/LR/ER/ZR

op Commercial case temperature range: 0°C to 70°C

«p SC duplex optical connector

«p Hot pluggable 70-pin connector with XAUI electrical interface
«p Management and control via MDIO 2-wire interface

op Compatible with ROHS

Features

«p Dual data-rate of 2.488Gbps/2.125Gbps operation

«p Compliant with SFP MSA and SFF-8472 with simplex LC receptacle
«p Digital di i itoring: internal calibration or external calibration
«p Compatible with SONET 0C-48 system

«p Compatible with ROHS

op +3.3V single power supply

«p Commercial case temperature range: 0°C to 70°C

e
Applications

«p 10GE Ethernet switches and routers
«p 10GE core-routers

o 106GE strage Product Information

«p Other 10Gbps Ethemnet transmission system

=
3
s
2
a
.
g
5
5

Jaqly affimg g4s 95°2

Model No. Data Rate Package = Wavelength(nm)  Distance Output Power | Temp.() | Sensitivity | Interface Source
Features
op Compatible with X2 MSA rev2.0b
«p Supports of IEEE 802.3ae 10GBASE-SR/LR/ER/ZR at 10.3125Gbps
op SC duplex optical connector ESB3524-3LCD20 2.56 SFP 1310/1550 20KM -5~0 0-~-70 <-18 LC DFB+PIN
«p Hot pluggable 70-PIN connector with XAUI electrical interface
«p Management and control via MDIO 2-wire interface
«p Digital diagnostic optics monitoring
«p Commercial case temperature range: 0°C to 70°C
op ROHS compatible
| ESB5324-3LCD20 2.56 SFP 1550/1310 20KM -5~0 0~-70 <-18 LC DFB+PIN
_ Applications
% b 10GE Ethernet switches and routers
= *» 10GE core-routers ESB3524-3LCD40 256 SFP 1310/1550 | 40KM | -5~0 | 0~70 | <-19 | LC | DFB+PIN
— «p 10GE storage
: «p Other 10Gbps Ethernet transmission system
na
=
(1]
H H . - 4- 4 & FP 1550/1310 40KM -5~0 071 -19 FB+Pl
Applications 20: &5 ESB5324-3L0D40 | 256 5 / 0| < L | DFB+PIN
ESB4524-3LCD8O 2.56 SFP 1490/1550 B80KM 0~5 0-70 <-24 LC DFB+APD
X2 BOKM X2 to SFP+ Converter SFP+ BOKM
il ESB5424-3LCD80 2.56 SFP 1550/1490 80KM 0~5 0~70 <-24 LC DFB+APD
<
S Note: Cost-Effective Combination

EF  wwwstinisctnobogycom wnwetulnkscnoiogycom WL
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2.56 SFP Dual Fiber Transceiver 1.256 SFP Single Fiber Transceiver

Features

op Dala-rate of 2.67Gbps operation

«p Compliant with SFP MSA and SFF-8472 with duplex LC receptacle

p Digital diagnostic monitoring: internal calibration or external calibration
«p Compatible with SONET 0C-24-LR-1

«p Compatible with ROHS

: n
8 g op +3.3V single power supply
g w; o Commercial case temperature range: 0°C to 70°C
s, 3
g g
—
E
Mode! N Data Rate ackage | Wavelength(tm)  Distance | OutputPower Temp.(t) = Sensitivity Interface — Source
ESB524-3LCD0O3 256 SFP 850 300M | -10~-4 0~70 | <-18 LC VCSEL+PEN|
ES3124-3LCD2 2.5G SFP 1310 2KM -9~-3 0~70 <-18 LC FP+PIN | 5 =
en
ES3124-3LC20 2,56 SFP 1310 20KM -5~0 0~70 <-18 LC DFB+PIN | E poid
2./
ES3124-3LC40 2.5G6 SFP 1310 40KM -5~0 0~70 <-19 LC DFB+PIN | g :
4
ES5524-3LC80 256 SFP 1560 B0OKM 0~5 0~70 <-26 LC DFB+APD | %
| Features 2
& g - Dual data-rate of 1.25Gbps/1.063Gbps operation =p Compatible with RoHS 5;
Appllca“(lﬂs 21 . = «p Compliant with SFP MSA and SFF-8472 with simplex LC or SC receptacle «p +3.3V single power supply
: 3 *p Digital Diagnostic Monitoring: «p Operating case temperature range:
Netgear XS505M Netgear XS505M Internal Calibration or External Galibration Commercial case temperature range: 0°C to 70°C

«p Compatible with SONET OC-24-LR-1

Product Information

Model No. Data Rate Package Wavelength(nm)  Distance ~Output Power = Temp.(T)  Sensitivity | Interface Source
| ESB3512-3LCD3 1.256 SFP 1310/1550 | 3KM | -10~-4 | 0~70 | <20 | LC | FP+PIN
= == o | ESB5312-3LCD3 1.256 SFP 1550/1310 | 3KM | -10~-4 | 0~70 | <20 | LC | FP+PIN

oy Patch Cord @
SFP 2,56 20km @ SFP 2.5G 20km | ESB3512:3LCD10 | 1256 SFP 1310/1550 | 10KM | -9~-3 | 0~70 | <22 | LC | FP+PIN
S R | ESB5312-3LCD10 | 125G SFP 1550/1310 | 10KM | -9~3 | 0~70 | <22 | LC | DFB+PIN
| ESB3512-3LCD20 | 1.25G SFP 1310/1550 | 20kM | 9~3 | 0~70 | <22 | LC | FP+PIN
| ESB5312-3LCD20 | 1.25G SFP 1550/1310 | 20kM | -9~-3 | 0~70 | <22 | LC | DFB+PIN

ETU PN Description

[ ESB3412-3LCD20 1.256 SFP 1310/1490 | 20kM | 9--3 | 0-70 | <22 | LC | FP+PIN
o | ES32esLE020 7 256 SFP 12100m 20K00 | ESB4312-3.C020 | 1.25G SFP 1490/1310 | 20kM | 9~-3 | 0~70 | <-22 | LC | DFB+PIN
0 | Paich Cord LC/UPC-LC/UPC SM DX 052 | ESB3512-3LCD40 1.256 SFP 1310/1550 | 40KM | -5-0 | 0~70 | <-24 | LC | DFB+PIN

EEF  wwwetiinitsctinoiogycom wnwetulnsctnoiogycom WA
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1.256 SFP Single Fiber Transceiver 1.256 SFP Single Fiber Transceiver
Product Information Applications 22:

Maodel No Data Rate Pai Wavelength(nm) | Dista Temp.(T) | Sensitivity | Interface Source
Mikrotik CRS317 Mikrotik CRS317
ESB5312-3LCD40 1.256 SFP 1550/1310 | 40KM 5~0 0~70 | <-24 LC DFB+PIN s e -
ESB3412-3LCD40 1.256 SFP 1310/1490 | 40KM 5~0 0~70 | <-24 Lc DFB+PIN ) -
ESB4312-3LCD40 1.256 SFP 1490/1310 | 40KM 5~0 0~70 | <-24 Lc DFB+PIN
E$B3512-3LCD60 1.256 SFP 1310/1550 BOKM 0~5 0~70 | <-26 Le DFB+PIN
E$B5312-3LCD60 1.256 SFP 1550/1310 BOKM 0~5 0~70 | <-26 Lc DFB+PIN ©3
= SC Patch Cord = -
g na g na
2z ESB5412-3LCD80 1.256 SFP 1550/1490 BOKM 0-5 0~70 | <-26 LC DFB+PIN W —— 2=
g. ] E (%]
s 3 =3
] g
2 ESB4512-3LCD8O 1.256 SFP 1490/1550 BOKM 0~5 0~70 | <-26 Lc DFB+PIN 4
 ; iy
= =
g ESB5412-3LCD120 1.256 SFP 1550/1490 | 120KM 1~5 0~70 | <-32 LC | DFB+APD g
08
ESB4512-3LCD120 1.256 SFP 1490/1550 | 120KM 1-5 0-70 | <-32 LC | DFB+APD
LC Patch Cord
[ SEEEE———— )
ESB3512-35CD3 1.256 SFP 1310/1550 3KM | -10~-4 | 0-70 | <-20 sC FP+PIN
ESB5312-35CD3 1.256 SFP 1550/1310 3KM | -10~-4 0~70 | <-20 sC FP+PIN &
ST,
ESB3512-35CD20 1.256 SFP 1310/1550 206M | -9--3 0~70 | <-22 sC FP+PIN
ESB5312-35CD20 1.256 SFP 1550/1310 206M | -9~-3 0~70 | <-22 sC DFB+PIN Item No ETUP
| oh | ESB3512-35CD3 1,256 BIDI TX1310nm RX1550nm SC 3KM DDM
ESB3512-35CD40 1.256 SFP 1310/1550 | 40KM 5~0 0~70 | <-24 SC | DFB+PIN — 1-
02 ESB5312-35C03 1.25G BIDI TX1550nm RX1310nm SC 3KM DDM
ESB5312-35CD40 1.256 SFP 1550/1310 | 40KM 5~0 0~70 | <-24 SC | DFB+PIN Patch Cord SC/UPC-SG/UPC SM SX 052
| 04 ESB3512-3LCD3 1.25G BIDI TX1310nm RX1550nm LC 3KM DDM
ESB4512-35CD80 1.256 SFP 1490/1550 80KM 0~5 0~70 | <-26 SC | DFB+PIN -
05 ESB5312-3LCD3 1.25G BIDI TX1550nm RX1310nm LC 3KM DDM
ESB5412-35CD80 1.256 SFP 1550/1490 BOKM 0~5 0~70 | <-26 SC | DFB+PIN ® Patch Cord LG/UPC-LG/UPG SM X 052
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1.25G SFP Dual Fiber Transceiver 1.256 & 2.56 CWDM SFP Transceiver

S=
— =2 ra
g 28
@ o @ m
X g
] a8
- | Lx}
£ 2
- =2
g l: =
8 eatures 8
«p Compliant with specifications for IEEEB02.32 «p Single -+3.3V power supply
«p Multi-source package with duplex LC connector «p Hot pluggable Features
«p Eye safety designed to meet laser class1 «p Monitoring interface compliant with SFF-8472 «p Transceiver unit with independent «p Digital diagnostic monitor interface
«p Compliant with IEC60825-1 «p Compliant with bellcore TA-NWT-000983 *p» CWOM laser diode transmitter «p Very low EMI and excellent ESPD protection
«» APD photodiode receiver «p High transmission margin
«» Dual data-rate of 1.25Gbps/1.0625Gbps operation op +3.3V single power supply
op Up to 120km on 9/125um SMF «p Wide operating temperature range
-
prnduct |Ilf0l'llliltlllll p Standard serial ID information compliant with SFP MSA «p ROHS compliant

«p SFP MSA package with duplex LC connector

Maodel No. Data Rate Package | Wavelengthinm) = Distance | Output Power Temp.(T) Sensitivity = [nterface Source
ES8512-3LCDO5 1.256 SFP 850 550M -10~-4 0~70 <-18 ‘ LC | VCSEL+PIN .
ES3112-3LCD2 1.25G SFP 1310 2KM -10~-4 0~70 <-20 LC FP+PIN prud“ct Informatlnn
£S3112-3LCD10 1.25G SFP 1310 10KM -9~-3 0~70 <-22 LC FP+PIN Model No. Data Rate Package = Wavelength(nm)  Distance Output Power = Temp.(T) | Sensitivity ' Interface =~ Source
ES3112-3LCD20 1.256 SFP 1310 20KM -9~-3 0~70 <-22 LC FP+PIN ‘ ESCxx12-3LCD40 1.256 SFP 1270~1450 40KM -5~0 0~70 <-24 LC | CWDM+PIN
ES3112-3LCD40 I 1.256 SFP 1310 40KM -5~0 . 0~70 . <-24 LC DFB+PIN | ‘ ESCxx12-3LCD8O 1.256 SFP 1470~1610 80KM 0~5 0~70 <-26 LC | CWDM+PIN
ES5512-3LCD40 1.256 SFP 1550 40KM -5~0 0~70 <-24 LC DFB+PIN | ‘ ESCxx12-3LCD120 1.256 SFP 1470~-1610 | 120KM 1-5 0-70 <-32 LC |CWDM+APD
ES5512-3LCD80 1.256 SFP 1550 80KM 0-~5 0~70 <-28 ‘ Le DFB+PIN ESCxx24-3LCD40 2.56 SFP 1470~1610 40KM -5~0 0-70 <-24 LC | CWDM+PIN
ES5512-3LCD120 1.256 SFP 1550 120KM 1~5 0~70 <-32 ‘ LC DFB+APD ESCxx24-3LCD8O 2.56 SFP 1470~1610 BOKM 0-5 0~70 <-26 LC |CWDM+APD

EEW  swwetiiniisctinoiogycom wnwetulniscnoiogycon  NELY
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155M SFP Single Fiber Transceiver

Model No. Data Rate Package | Wavelength(nm) Distance Output Power | Temp.(T) | Sensitivity | Interface Source
‘ ESB3503-35CD40 155M SFP 1310/1550 40KM -5~0 0-70 <-32 SC FP+PIN
‘ ESB5303-35CD40 155M SFP 1550/1310 40KM -5~0 0~70 <-32 SC DFB+PIN
‘ ESB4503-33CDB0 155M SFP 1310/1550 BOKM -5~0 0~-70 <-32 SC DFB+PIN
‘ ESB5403-35CD80 155M SFP 1550/1310 BOKM «5~0 0~70 <-32 SC DFB+PIN
ESB3503-3LCD3 155M SFP 1310/1550 3KM -14~-8 0-70 <-28 LC FP+PIN
ESB5303-3LCD3 155M SFP 1550/1310 3KM -14~-8 0~70 <-28 LC FP+PIN
ESB3503-3LCD10 155M SFP 1310/1550 10KM -15~-8 0-70 <-32 LC FP+PIN
ESB5303-3LCD10 155M SFP 1550/1310 10KM -15~-8 0-~-70 <-32 LC FP+PIN
‘ ESB3503-3LCD20 155M SFP 1310/1550 20KM -15~-8 0~70 <-32 LC FP+PIN
ESB5303-3LCD20 155M SFP 1550/1310 20KM -15~-8 0~70 <-32 LC FP+PIN
‘ ESB3403-3LCD20 155M SFP 1310/1490 20KM -15~-8 0~-70 <-32 LG FP+PIN
Features ; *
b Up 10 155Mbps data-rate «» Compatible with ROHS ‘ ESB4303-3LCD20 155M SFP 1490/1310 20KM -15~-8 0-~70 <-32 LC DFB+PIN S
S & «p Compliant with SFP MSA and SFF-8472 with simplex LC receptacle op +3.3V single power supply E -
=]
E = «p Digital diagnostic monitoring: internal calibration or external calibration ~ «» Commercial case temperature range: 0°C to 70°C ESB3503-3LCD40 155M SFP 1310/1550 40KM -5~0 070 <-32 LC FP+PIN ﬁ E
2 g’ ESB5303-3LCD40 155M SFP 1550/1310 40KM -5~0 0~70 <-32 LC DFB+PIN =)
& . 3
g Product Information ESB3403-3LCD40 155M SFP | 131071490 | 40KM | -5~0 | 0~70 | <32 | LC | FP+PIN g
Mode! No. Data Rate Package = Wavelength{nm) = Distance | Output Power Temp.(T) Sensitivity | Inlerface Source ESB4303-3LCD40 155M SFP 1490/1310 40KM -5~0 0-70 <-32 LC DFB+PIN
ESB3503-35CD3 155M SFP 1310/1550 3KM -14~-8 0~70 <-28 sC FP+PIN ‘ ESB4503-3LCD80 155M SFP 1490/1550 B80KM -5~0 0-~-70 <-32 LC DFB+PIN
ESB5303-35CD3 155M SFP 1550/1310 3KM -14~-8 0~70 <-28 SC FP+PIN ESB5403-3LCD8&0 155M SFP 1550/1490 BOKM -5~0 0~70 <-32 LC DFB+PIN
ESB3503-35CD20 155M SFP 1310/1550 20KM -14~-8 0~70 <-32 SC FP+PIN ESB4503-3LCD120 155M SFP 1490/1550 120KM 0~5 0~70 <-32 LC DFB+APD
ESB5303-35CD20 155M SFP 1550/1310 20KM -14~-8 0~70 <-32 sC FP+PIN ‘ ESB5403-3LCD120 155M SFP 1550/1490 120KM 0~5 0~70 <-32 LC DF8+APD
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155M SFP Dual Fiber Transceiver SFP Copper Transceiver

Features Features
*» Up to 155Mbps data-rate *» Compatible with ROHS b Up 1o 1.25 Gb/s bi-directional data links o» ROHS compliant and (lead-free)
«p Compliant with SFP MSA and SFF-8472 with duplex LC receptacle op +3.3V single power supply «p Hot-pluggable SFP footprint op Single +3.3V power supply
«p Digital diagnostic monitoring: internal calibration or external calibration «p Commercial case temperature range: 0°C to 70°C «p Low power dissipation(1.05W typical) o» 1.25 Gigabit Ethernet over cat 5 cable
- «p Compact RJ-45 connector assembly «p Commercial case temperature range: 0°C to 70°C
«p Fully metal enclosure, for lower
roduct information Pl d et 1o lower E
Model No. Data Rate Package | Wavelength(nm) = Distance | Outpul Power  Temp.(t) | Sensitivity Interface  Source
£53103-3L002 155M SFP 1310 KM | -20~-10 | 0~70 | <32 | LG | FPPIN Product Information
ES3103-3LCD20 155M SFP 1310 20KM -15~-8 0~70 <-32 LC FP+PIN Model No Data Rate Distance Temp.(c) Interface
ES3103-3LCD40 155M SFP 1310 40KM -5~0 0~70 <-32 LC DFB+PIN ES-T1-R 1000M only 100M 0~70 RJ45
ES5503-3LCD80 155M SFP 1550 BOKM -2~3 0-70 <-34 LG DFB+PIN ES-T2-R 10/100/1000M 100M 0~70 RJ45
ES5503-3LCD120 155M SFP 1550 120KM 0~5 0-70 <-32 LC DFB+PIN ES-T3-R [ 10/100M 100M 0~70 RJ45
ES5503-3LCD160 155M SFP 1550 160KM 1~5 0-70 <-34 LC | DFB+APD ES-T4-R . 1000M 100M -40~+85 RJ45
Applications 23: 5 Applications 24: o
-_x‘ = -
S &
E = Cisco SF300-48PP Cisco SF300-48PP HPE FlexFabric 5800 Switch HPE FlexFabric 5800 Switch
. =B
]
|
8
-
=
]
]
w
155M SFP LX X
02 -«
% SFP Media Converter SFP Media Converter 5 SFP 10/100/1000M Copper-T UTP Cable SFP 10/100/1000M Gopper-T :
[
fRs
Item No. ETUPN Description Item No. ETU PN Description E
! 2
—~ —~ o
01 EM-100-S5XX 10/100M SFP Media Converter (1} ES-T2-R 10/100/1000M SFP 100M Copper-T RJ45 2‘
; - g
02 ES3103-3LCD20 155M SFP LX 1310nm 20km ©2) UTP Cable UTP Cable
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EPON OLT Optical Transceiver GPON OLT Optical Transceiver

Features
«p Single fiber bi-directional data links sy ic 1.25Gbps F
«p 1490nm continuous-mode DFB laser transmitter and 1310nm 'Ea'et ﬁl: I:eds fonal data finks with
«p Single fiber bi ala links Wi Y

burst-made APD-TIA receiver
op Reset-less burst-mode receiver simply the system design
b Single 3.3V power supply

2.488Gbps Tx and 1.244Gbps Rx
«p Digital diagnostic monitoring interface
«p Single 3.3V power supply
> ROHS 6 compliance
«p Commercial case temperature range: 0°C to 70°C

«p Digital diagnostic monitoring interface

op Low EMI and excellent ESD protection

op Class 1 laser safety standard IEC-60825 compliant
«p Commercial case temperature range: 0°C to 70°C

Product Information Product Information

Model No Data Rate Package Wavelength(nm) Distance = Output Power  Temp.(t) | Interface | Source Model No. Data Rate Package Wavelength(nm) Distance | Output Power Temp.(t) Interface  Source

EPON OLT Tx 1490nm 1.256 GPONOLT | TX1490nm 2.488Gbps
EEPA311-35C0P2 | 1.256/1.256 | "o Axi310nmiosa | 20KM | 35~45 | 0~70 | SC | DFB+APD EGP4321-35C0B2 | 2.56/1.256 o RX 1310nm 12446tps | 20KM 3~4 0~70 | SC |DFB+APD
EPON OLT Tx 1490nm 1.256 GPONOLT | TX1490nm 2.488Gbps
EEP4311-35C0P2x | 1.256/1.256 | o0 ™0 Axi3i0nm12sq | 20KM | 55~85 | 0~70 | SG | DFB+APD EGP4321-35CDC2 | 2.56/1.256 o AX13100m 1 244Gops | 2OKM | 45-55 | 0-70 | SC |DFB+APD
ot EPON OLT -
2 3 Px20+++ Tx1490nm 1.256 GPONOLT | TX1490nm 2.488Gbps ]
% - EEP4311-35CDP2xc | 1.256/1.256 |  Einanced Ax13100m1.2sg | 20KM 6~7 0~70 | SC | DFB+APD EGP4321-35CDC2x | 2.56/1.256 oy RX1310nm 1.244Gbps | 20KM | 5.5~65 | 0~70 SC | DFB+APD z =
5' g (7db) 5 g
o 4T
g g
£ EPON ONU Tx1310nm 1.256 GPON ONU Tx1310nm 1.256 2
EEP3411-35CDP2 | 1.256/1.256 St Ax1490nm 1256 | 20KM 0~4 0~70 | SC | DFB+APD EGP3412-35CDB2 | 1.256/2.56 o fx1490nm 2 4aae | 20KM 0.5~5 0~70 | SC | DFB+APD

Y swstinioctnoiogycon wiwetinkischnoiogycon U
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GPON OLT Optical Transceiver

Applications 25: %,

HUAWEI EA5800 HUAWEI MAB521

- 1490nm GPON/EPON Downstream
gumn  1310nm GPON/EPON Upstream

20KM MAX

ETU PN Description

EGP4321-35C0B2 GPON OLT B+ 2.5G/1.25G TX1490nm 2.5G,RX1310nm 1.25G SC 20km

EGP4321-35CDG2 GPON OLT C+ 2.5G/1.25G TX1490nm 2.5G,RX1310nm 1.25G SC 20km

EGP4321-35CDC2x GPON OLT C++ 2.56/1.25G TX1490nm 2.5G,RX1310nm 1.256 SC 20km

EGP4321-3SCDCE2x GPON OLT G+ + Enhanced 2 5G/1.25G TX1490nm 2.5G,RX1310nm 1.25G SC 20km

EGP3412-35CDB2 GPON ONU B+ 1.25G/2.5G TX1310nm 1.256,RX1490nm 2.5G SC 20km

EEP4311-35CDP2 EPON OLT PX20+ 1.25G/1.25G TX1490nm 1.25G,RX1310nm 1.25G SC 20km

EEP4311-35CDP2x EPON OLT Px20++ 1.256/1.25G TX1490nm 1.256,RX1310nm 1.256 SC 20km

EEP4311-35CDP2xx EPON OLT PX20 + + +Enhanced 1.25G/1.256G TX1490nm 1.25G,RX1310nm 1.25G SC 20km

EEP3411-35CDP2 EPON ONU PX20+ 1.25G/1.25G TX1310nm 1.25G,RX1490nm 1.25G SC 20km

m www.atulinktechnology.com
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Patch Cord Details

Features

«p Low insertion loss and back reflection loss
«p Good durability

«p Good exchange ability «p Standard: telcordia GR-326-CORE

=p High temperature stability

Features

«p MPO connector complied with IEC-61754-7 A quick-to-deploy
«p Scalable solution

«p High compatibility, flexibility & system

«p Performance lower installation cost

Application

«p SAN (Storage Area Network)data center LAN
«p LAN/SAN switch equipment distribution

«p Area(EDA) emerging 40G and 100G protocols

Patch Cord Order Information

Connector-1 Polishing Connector-2 Polishing Cable Type Length Cable Diameter  Fiber Cont Remark
SC APC LC PC 052 5M 2.0MM Duplex ‘ LSZH
FC,SC PC.UPC FC.SC [ PC.UPC 0M162.5/125 0.5M 0.9MM Simplex ‘ Colors
‘ LC,ST . APC . LC,ST - APC ‘ 0M2 50/125 . 1M,2M . 1.8MM Duplex ‘ Armored
MU,MTRJ - - MU,MTRJ . DIN ‘ OM3 (10G) . 3M.4M - 2.0MM - 4.,6,8 Counts - Waterproof
E2000,MPO E2000,MPO 081 5M... 3.0MM 12 Counts... LSZH E
SMA,DIN - - SMA,DIN - 0529/12 ‘ 100M... - Others - 48 Counts... ‘ PVC g
| . ‘ G657A/B/D ‘ 500M... | | ‘ OFNR %:
G655 . 1000M... ‘ OFNP
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: : Ad r D il
s|: apter UDetails
HHLL , . BHE
B (2| i phvovtimatiuod (A or s TNT iiemtonaci Gl itclon o readied o e Typs Arosbies homeveriyo: |5 B
b must use a (-A) extension using a custom code i
This configuration is the defaull standard uniess otherwise stated with a pinout extension (-8, -C, -D). F t
: -
o iy eatures
% E ‘ U = r : U ' ; g ap L-n-.-.‘ msemr.m loss high retun loss
=1l —_ - g op High-precision alignment
z|e Type (B) pinout places the connector key on both ends in either an up or down position. Key Up/ Key Up and 1
- Koy Down / Key Down are the same cable. This pinout places Left fiber 1 —> Right Fiber 12, etc. ' «p Accord with the standard of the telcordia ANSI, TIA/EIANTTJIS
; : *p Optional for the shell material or sleeve material
§ : — ’ - : % «p Compatible with NTT-SC standard
§[i| @ Wi T g
Efs Type (C) pinout utiizes the same key a5 Typs (A), but & Guplex pair-wise fip with 2
]: the fibver lOCAtoN from the Ief to the NGt CONNGCtor.
- :
5| HE ] .
5|:| QO | D (s Adapter Order Information
é : Type (D) pinoul utilizes the same key as Type (A). but a evenjodd flip with the fiber : §
- Incation from the left to rght .
p, t .i ﬂ .[ SC BLUE MATERIAL ZIRCONIA CERAMIC SIMPLEX DUST CAP COLOR
Ig al Eial 5 FC,SC BLUE PLASTIC ZIRCONIA CERAMIC SIMPLEX BLACK
LC.ST PC BEIGE PLASTIC PHOSPHOR BRONZE DUPLEX RED
= MU,MTRJ PC,UPC GREEN METAL BLUE
E2000 APC BEIGE
- . e e GREEN
F t «p Insert loss < 0.2dB «p Temperature range:-40~+55°C App"ca“ons 26
eatures «p Return loss: PC/UPC > 35dB APC > 60dB *p 0.9mm 2.0mm 3.0mm
SC APC 0s2 0.5M 0.9MM SIMPLEX LSZH
FC,SC PC,UPC OM1 62.5/125 0.5M 0.9MM SIMPLEX COLORS
E LC.ST APC 0M2 50/125 1M,2M 1.8M 4,6.8 COUNTS ARMORED =
-3 =
= MU, MTRJ 0M3 106 3m 2.0MM 12 COUNTS.. WATERPROOF g
g £
= E2000,MPO 0s1 3.0MM 48 COUNTS... LSZH E
@& &
SMA,DIN 0529/125 OTHERS PVC
G657A1/2/G652D OFNR

v etulinkiechnology.com
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Media Converter

EM-1100-M05 10/100/1000M Dual Fiber MM Media Converter,850nm,550M SC Connector

EM-1100-M2 10/100/1000M Dual Fiber MM Media Converter,1310nm.2KM SC Connector

EM-1100-520 10/100/1000M Dual Fiber SM Media Converter,1310nm,20KM SC Connector

EM-1100-540 10/100/1000M Dual Fiber SM Media Converter,1310nm,40KM SC Connector

EM-1100-560 10/100/1000M Dual Fiber SM Media Converter,1550nm,60KM SC Connector

EM-1100-580 10/100/1000M Dual Fiber SM Media Converter,1550nm,80KM SC Connector
Featuras
=p This product supports IEEEB02.3 10 base-T op Standard/IEEE 802.3z 1000Base-TX/FX standard.as well as full duplex 10/100/1000M Single Fiber SM Media Gonverter 1310/1550nm, 20KM SC Gonnector
op Standard/IEEE 802.3u 100Base-TX/FX and half duplex mode. EM-1100-BS20

10/100/1000M Single Fiber SM Media Converter,1550/1310nm,20KM SC Connector

10/100/1000M Single Fiber SM Media Converter,1310/1550nm,40KM SC Connector

EM-1100-BS40 = - .
idia Convertie 10/100/1000M Single Fiber SM Media Converter,1550/1310nm,40KM SC Connector

T 10/100/1000M Single Fiber SM Media Converter,1490/1550nm,60KM SC Connector
Model Description EM-1100-BS60
10/100Mbps Dual Fiber 10/100/1000M Single Fiber SM Media Converter,1550/1490nm,60KM SC Connector

EM-100-M2 10/100M Dual Fiber MM Media Converter,1310nm,2KM SC Connector SFP Media Converter

EM-100-520 10/100M Dual Fiber SM Media Converter,1310nm,20KM SC Connector EM-100-58XX 10/100Mbps SFP Media Converter without SFP Module
EM-100-540 10/100M Dual Fiber SM Media Converter,1310nm,40KM SC Connector EM-1100-S5XX | 10ARND00WDpS SFPMETRTnvArtar WithoUt SFP MOduls
EM-100-560 10/100M Dual Fiber SM Media Converter,1550nm,60KM SC Connector - =
EM-100-580 10/100M Dual Fiber SM Media Converter,1550nm,80KM SC Connector Applications 27: e
7 ;
10/100Mbps Single Fiber Cisco SF300-48PP Cisco SF300-48PP

10/100M Single Fiber SM Media Converter,1310/1550nm,20KM SC Connector

EM-100-BS20
10/100M Single Fiber SM Media Converter,1550/1310nm,20KM SC Connector

10/100M Single Fiber SM Media Converter,1310/1550nm,40KM SC Connector 1
EM-100-BS40

10/100M Single Fiber SM Media Converter,1550/1310nm,40KM SC Connector

10/100M Single Fiber SM Media Converter,1490/1550nm,60KM SC Connector 01 01
EM-100-BS60

10/100M Single Fiber SM Media Converter, 1550/1490nm,60KM SC Connector

10/100M Single Fiber SM Media Converter,1490/1550nm,80KM SC Connector
EM-100-BS80 2

10/100M Single Fiber SM Media Converter,1550/1490nm,80KM SC Connector 02

;‘,’- EM-1000-M05 1000M Dual Fiber MM Media Converter,850nm 550M SC Connector I ;i'

g EM-1000-520 1000M Dual Fiber SM Media Converter,1310nm,20KM SC Connector e No. ETUPN Description g

- 1000M Single Fiber SM Media Converter,1310/1550nm,20KM SC Gonnector o | EN-1100-520 | A100/1000M Madcr Gonartar 15l 20k -
FIEAR RN 1000M Single Fiber SM Media Converter,1550/1310nm,20KM SC Connector 02 Media Converter Chassis Media Converter Chassis

www.atulinktechnology.com www.glulinkiechnology.com
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Regular Product

Abbreviation

SX

LX

EX

X

SR

LR

ER

IR

Abbreviation

SM:

MSA:
DDM:

CWDM:

ETUPN

ES8512-3LCDO05

ES3112-3LCD10

ES3112-3LCD20

ES3112-3LCD40

ES5512-3LCD40

ES5512-3LCD80

ESB5X-3LCD03

ES31X-3LCD10

ES31X-3LCD20

ES31X-3LCD40

ES55X-3LCD40

ES55X-3LCD80

Single Mode
Simplex
Insertion Loss
Multi-Source Agreements
Digital Diagnestic Monitoring

Coarse Wavelength Division Multiplexer

m www.atulinktechnology.com

MM:
DX:
RL:

CDR:

WDM:

DWDM:

Description

1.25G SFP 850nm 550M DDM

1.25G SFP 1310nm 10KM DDM

1.25G SFP 1310nm 20KM DDM

1.25G SFP 1310nm 40KM DDM

1.25G SFP 1550nm 40KM DDM

1.25G SFP 1550nm 80KM DDM

10G SFP+ 850nm 300M DDM

10G SFP+ 1310nm 10KM DDM

10G SFP+ 1310nm 20KM DDM

10G SFP+ 1310nm 40KM DDM

10G SFP+ 1550nm 40KM DDM

10G SFP+ 1550nm 80KM DDM

Multimode

Duplex

Return Loss

Clack Data Recovery

Wavelength Division Multiplexing

Dense Wavelength Division Multiplexer

ETU-LINK TECHNOLOGY CO., LTD, \&

& ETEIRE

SR:

LR:

<5

s N L e ™

Shell PCBA TOSA ROSA Press Block

“-=-m-@-=-0

+ Screw + Spring + Dust Cap + Stamping Parts + Unlock Key Ring
&

808

Shell + PCBA + TOSA + ROSA + Press Block

“w-E-W-@-=-D

+ Screw + Spring + Dust Cap + Stamping Parts + Unlock Key Ring
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BD SC:

+

ol

Shell PCBA BOSA Press Block
T Screw Spring Dust Cap Unlock Key Ring

1.25G Dual Fiber :

Shell PCBA TOSA

& 5 Press Block Screw Dust Cap Unlock Key Ring

10G BD:

Press Block
*s Screw Spring Dust Cap Unlock Key Ring

1.25G BD:

= s

Shell PCBA

M A

: éf(, Press Block Screw Dust Cap Unlock Key Ring

4=

+

S

Regular Product

100G QSFP28 LR4

40G QSFP SRd

256 SFP28 SR

168G SFP+ SR

10G SFP+ SR

10G SFP+ BIDI

10G SFP+ CWDM

10G SFP+ DWDM

10G SFP+ RJ45

EPON PX20++




